
Do you perform noise surveys on a regular basis? For many 
industrial hygienists and other OEHS professionals, noise 
surveys are a daily or weekly occurrence. However, just 
as many professionals are only called to measure noise 
exposures monthly, yearly, or when a complaint arises. In all 
cases, having instruments that you can pick up, set up, and 
use in just a few minutes without complex decision-making 

with its decades of combined 
experience in noise instrumentation, collaborated with 
industrial hygienists and design experts to determine key 
features that OEHS professionals have on their noise 
instrument wish list and then went to work! The result is the 
easiest-to-use noise dosimeter available, two sound level 
meters that meet all your occupational and environmental 
monitoring needs, and a highly accurate acoustic calibrator. 

We invite you to look inside this brochure for more 
information on these best-in-class tools that will help make 
your occupational noise monitoring easier and support 
your Hearing Conservation Programs. Choosing SKC 
Noise Instruments is a passport to expertise and excellent 
customer and technical support.



other OEHS professionals. What that means for you is more ease of use, features, and data in your palm than 
any Class 2 dosimeter available. Choose NoiseCHEK to experience seamless noise measurement and the 
high level of SKC quality, service, and expertise you trust. 



Accessories and Replacement Parts Cat. No.
AcoustiCHEK Calibrator, Class 2, 703-002
1-unit Charging Dock provides charging and connection to PC, includes power supply (100-240 V) 701-002
5-unit Charging Dock provides charging and connection to PC, includes power supply (100-240 V) 701-003
Replacement Windscreen 701-004
Replacement Microphone, 1/2 inch 701-005

NoiseCHEK with BLE
Not Intrinsically Safe 
Cat. No.

Intrinsically Safe 
Cat. No.

Single Kit includes dosimeter, 1-unit charging dock with power supply, USB cable, and USB drive with manual, in 
a protective carry case 701-001K 701-001KS
Single Kit with Class 2 Calibrator includes dosimeter, 1-unit charging dock with power supply, AcoustiCHEK 
Calibrator, USB cable, and USB drive with instruction manual, in a protective carry case 701-001K-C 701-001KS-C
3-pack Kit with Class 2 Calibrator includes 3 each: dosimeters, 1 each: 5-unit charging dock with power supply, 
AcoustiCHEK Calibrator, replacement windscreen, USB cable, and USB drive with manual, in a protective charging 
carry case 701-001K3-C 701-001K3S-C
5-pack Kit with Class 2 Calibrator includes 5 each: dosimeters, 1 each: 5-unit charging dock with power supply, 
AcoustiCHEK Calibrator, replacement windscreen, USB cable, and USB drive with manual, in a protective charging 
carry case 701-001K5-C 701-001K5S-C

  Requires calibration using AcoustiCHEK calibrator sold separately; see Accessories



SKC SoundCHEK Essential is exactly what you need to perform basic workplace noise assessments and 
can be used with the SKC NoiseCHEK Personal Dosimeter to make noise surveys easy and accurate. Get 
easy setup, intuitive operation, and high versatility in a sound level meter—all at a great value. SoundCHEK 
Essential by SKC gives you a direct line to the experts you trust for quality, service, and support.

Meets ANSI S1.4:2014 and IEC 61672-1:2013



Accessories and Replacement Parts Cat. No.
AcoustiCHEK Calibrator Class 1, with built-in barometer
                                          Class 2

703-001
703-002

Replacement Microphone, Class 1, ½-inch pre-polarized 25 mV/Pa electret capsule 702-020
Replacement Microphone, Class 2, ½-inch pre-polarized 25 mV/Pa electret capsule 702-019
Replacement Windscreen, 2.5-inch diameter for ½-inch microphones 702-016
Replacement Pre-amp Assembly, for SoundCHEK Essential 702-023

Description Cat. No.
SoundCHEK Essential includes Class 1 meter, rubber boot, 4 AA batteries, USB cable, wrist strap, windscreen, and 
USB drive with manual, in a protective carry case 702-001
SoundCHEK Essential includes Class 2 meter, rubber boot, 4 AA batteries, USB cable, wrist strap, windscreen, and 
USB drive with manual, in a protective carry case 702-002

 Requires calibration using AcoustiCHEK calibrator sold separately; see Accessories



SKC brings wireless connectivity to sound measurement with SoundCHEK Connect Sound Level Meters. 
Perform measurements with one of the easiest-to-use instruments on the market while data stores in 
your secure cloud account, ready for reporting. SoundCHEK Connect works just as easily in non-wireless 
environments. SoundCHEK Connect by SKC gives you a direct line to the experts you trust for quality, service, 
and support.



 Requires calibration using AcoustiCHEK calibrator sold separately; see Accessories

Accessories and Replacement Parts Cat. No.
AcoustiCHEK Calibrator Class 1, with built-in barometer
                                          Class 2

703-001
703-002

Replacement Microphone, Class 1, ½-inch pre-polarized 50 mV/Pa electret capsule 702-021
Replacement Microphone, Class 2, ½-inch pre-polarized 25 mV/Pa electret capsule 702-019
Replacement Windscreen, 2.5-inch diameter for ½-inch microphones 702-016
Replacement Pre-amp Assembly for SoundCHEK Connect 702-022



The SKC AcoustiCHEK Calibrator is specially designed for easy calibration of the SKC NoiseCHEK Dosimeter 
and SoundCHEK Essential and Connect Sound Level Meters with ½-inch microphones. In the lab or in the 

Description Cat. No.
AcoustiCHEK Calibrator includes AA batteries and 

Class 1, with built-in barometer
Class 2

703-001
703-002

The SKC Noise Cal Lab tests SKC Noise Instruments in conformance with ANSI S1.25 and IEC 61252 standards.


